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Technical Bulletin:

Maxi & Mini Slat Seals

Slat Weather Sealing System

Technical Data & Test Resulis

= 100% Thermoplastic Elastomer
= 66 Shore A Hardness ASTM D2240
= Tensile Strength 754 psi
= Elongation 344%
= Compression Set

> 22h/23°C 19%

> 22h70°C 29%

> TOh/125°C 44%
= Tested using the following Methods

\UViProtection

Description

* Weather s2al base slat system

= Made from 100% Thermoplastic Elastomer
= Resists extrerne heat deformation

= Chemical resistant

Features Benelits
= Seal fits directly into
Maxi & Mini Slats............. No need for a base slat,

gliminates base slat
inventory

= Compressible Seal............Seals out rain/alliows
proper sealing on
uneven surfaces

* Formulated to resist
UV Degradation................ Resists degradation from
SUN EXpOsUne

> ASTM D-2240
>Rl D412 Dle « Exceptional tensile
> ASTM D-624 Die C SIBNGIN....vvevsoessmarenneeennn 0085 NOL tEET OF rip like
> ASTM D-395 Method B other seals, longer
> ASTM D-573 application life
Packaging
Available in Two Sizes: PartNo. 0D » Maxi Slat Seal is 300 ft. per spool, per box
» Maxi Slat Seal 990-0004 .5 in. (13mm) = Mini Slat Seal is 500 ft. per spool, per box
= Mini Slat Seal 990-0009 .3 in. (Bmm)
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